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Bannack State Park Boardwalk Replacement
PHASE 1-B Materials Notes
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LANDING TYPE 22
5 NTS

LANDING TYPE 1 1
5 NTS

PROPOSED BOARDWALK3
5 NTS

Detail 1 to be used if slope is less than 5%, Detail 2 to be used if slope exceeds 5%.

for boards 6"-10" (two screws), 
and 12" boards (three screws)

Fastening Plan

NOT IN CONTRACT PHASE 1
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J. Renenger  03-05-2024



.2%

DRAWN BY:             DATE: 

CHECKED BY:           DATE:

APPROVED BY:          DATE: APPROVED BY:          DATE:

APPROVED BY:          DATE: SH
EE

T:

of
APPROVED BY:          DATE:

Bannack State Park Boardwalk Replacement
PHASE 1-B Overall Plan

3
7

0'

Scale:

100' 200'

1" = 100'

OVERALL PLAN
PLAN VIEW

SEE ENLARGEMENT
SHEET 3

SEE ENLARGEMENT
SHEET 4

NOTES:

1. Contractor shall use Owner supplied material that is stored on-site. Quantities of Owner
supplied material is listed on sheet 2. Contractor shall supply any additional material needed to 
replace boardwalk per the project proposal.

2. Any fill needed must be mechanically compacted to approx. 90%. Compaction method to be
approved as a submittal. Imported fill must be 3/4" gravel base course meeting MPWSS Section
022235.

3. Screws must be driven flush with board surface.

4. Areas shown as "truck crossing" will be regularly driven across by trucks up to 1-Ton for
maintenance access. Fill must be placed flush to the boardwalk edges per detail.

5. Contractor responsible for field verifying existing conditions.

6. Boardwalk boards must be whole boards, not spliced except at pads/landings and corners.

R.Rognlie 03-04-2024

J. Renenger 03-05-2024
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NOTES:

SEE SHEET 2
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Bannack State Park Boardwalk Replacement 
PHASE 1-B  Enlargement Plan
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Water System Valve Hatch (Typ)
See Page 6

Replace boardwalk here, 74 feet 
of 5' wide boardwalk wraps 
around latrine building (not 
shown)

Replace Boardwalk (Typ.)
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LEGEND:
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BOARDWALK IN KIND

PROPOSED BOARDWALK 
NOT IN CONTRACT FOR 
PHASE 1

NOTES:

SEE SHEET 2
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NOTES:

1. SEE P.2 FOR SUBGRADE COMPACTION REQUIREMENTS AND FILL.
2. BOARDWALK WIDTH IN NEW AREAS SHALL MATCH THE WIDTH OF THE EXISTING

BOARDWALK ON BOTH SIDES
3. ADD MIDDLE STRINGER IF WIDTH EXCEEDS 3'-6" O.C. BETWEEN STRINGERS
4. BOARDS SHALL BE FIT TIGHT TO EACH OTHER.
5. CONTRACTOR TO PROVIDE EXAMPLE OF WOOD TO OWNER PRIOR TO DELIVERY TO

SITE.
6. CONTRACTOR TO STOCKPILE ANY BOARD OR STRINGER ENDS LONGER THAN 2-FEET,

NEAR THE SHOP. OTHER WOOD SCRAP CAN BE PUT IN THE BANNACK BURN PILE.
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BETWEEN 6” AND 12”4"X4" PRESSURE TREATED 

STRINGERS FOR GROUND 
CONTACT

DRAWN BY:             DATE: 

CHECKED BY:           DATE:

APPROVED BY:          DATE: APPROVED BY:          DATE:

APPROVED BY:          DATE: SH
EE

T:

of
APPROVED BY:          DATE:

Bannack State Park Boardwalk Replacement
PHASE 1-B Details
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LANDING TYPE 2 slopes greater than 5%2
5 NTS

LANDING TYPE 1 slopes less than 5% 1
5 NTS

PROPOSED BOARDWALK3
5 NTS

for boards 6"-10" (two screws), 
and 12" boards (three screws)

Fastening Plan

NOT IN CONTRACT PHASE 1

Note: Landings shown for informational purposes only
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UNDERSIDE EXISTING BOARDWALK AT 
WATER VALVE ACCESS (TYP)

PHOTO OF WATER VALVE ACCESS 
BELOW BOARDWALK (TYP)

WATER VALVE ACCESS NOTES:

1. THERE ARE FOUR (4)
LOCATIONS AT WHICH A BURIED
WATER VALVE VAULT IS LOCATED.
CONTRACTOR TO REBUILD
BOARDWALK IN SIMILAR FASHION.
PIECES TO BE LIGHT ENOUGH FOR
ONE PERSON TO EASILY MOVE TO
ACCESS THE VALVE HATCH
BELOW.

CORNER NOTES:
1. SOME CORNERS HAVE BEVELED
CUT BOARDS.  NEW BOARDS ARE
TO MATCH BEVEL STYLE

CORNER BEVEL (TYP)

TRUCK CROSSING
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