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VARIES

10' 10'

S=2%

CROWN

11
2 " MINUS CRUSHED TOP

SURFACING, 4" LIFT

EXISTING SUBGRADE

℄

EXISTING GROUND

S=2%

TIE TO EXISTING GRADE

3:1

3" MINUS BASE COURSE, 6" LIFT

6"

36"

60"

60
"

NOTES:
1. EXCAVATED MATERIAL FROM THE TRENCH MAY BE

SALVAGED AND REUSED AS BACKFILL, PROVIDING ALL
OVERSIZED ROCKS ARE REMOVED (3-INCH MINUS)

2. MINIMUM OF 18" OF COVER OVER CULVERT SHALL
BEREQUIRED.

18
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IN

. 12"

2'

10' 10'

3:1

S=2%

11
2 " MINUS CRUSHED TOP

SURFACING, 4" LIFT

EXISTING SUBBASE

℄

TIE TO EXISTING GRADE

S=2%

2.40:1
3:1

2.40:1

3" MINUS BASE COURSE, 6" LIFT

PIPE GATE DETAIL

ELEVATION

1' MAX. VARIES

12"X36" BARRICADE MARKER

4'
 M

IN
.

6"
MIN.

VA
R

IE
S

(8
" M

IN
.)

6"X12" YELLOW OBJECT MARKERS,
    (BOTH SIDES OF POST)

FILL CONCRETE TO THIS LEVEL

CONCRETE FOOTING

NOTES:
1. INSTALL 6" WELL CASING GATE STOP TO FASTEN THE GATE

PARALLEL TO THE ACCESS ROAD. THE HEIGHT OF THE EYE BOLT
SHALL MATCH THE TOP RAIL OF THE GATE. ATTACH 24" OF
BRIGHT PLATED 3/8" CHAIN TO THE EYE BOLT. SUPPLY & INSTALL
OBJECT MARKERS ON THE SIDE OF THE GATE STOP AWAY FROM
THE GATE.

2. DETAILS SHOWN AS A REPRESENTATION OF OF THE GATE TO BE
MOVED. ACTUAL DIMENSIONS MAY VERY WITH EXISTING GATE
TO BE MOVED.
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SLOPING ROAD PROFILE, STA: 105+50 - 110+501.2
SCALE: NTS

STANDARD ROAD PROFILE, STA: 100+50 - 105+501.1
SCALE: NTS

CULVERT TRENCH, STA: 101+32.781.3
SCALE: NTS

PIPE GATE, STA: 101+941.4
SCALE: NTS



9 GAUGE BRACE WIRE, TYP.

8' 16' MIN. 8'

3" Ø 4' TREATED WOOD STAYS

WIRE STAY, TYP.

MECHANICAL OVER-CENTER
GATE CLOSER

MIN. 2"X2" OR
2" Ø TENSIONER, TYP.

3'
 M

IN
.

18"
6"
6"
10"

8' 8'

3'
 M

IN
.

3' M
IN

.

8'

18"
6"
6"
10"

NO STAYS

1 ROD
(16.5')

REGULAR WIRE CLIPS

4 - WIRE SPACING:
TOP 3 BARBED WIRES
BOTTOM SMOOTH WIRE

ALL WIRES TO BE 12.5
GAUGE, TYP.

5.5' STEEL POST, TYP.
(5" Ø 7' WOOD POST PLACED
EVERY 10 RODS, SEE SPECS)
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BRACE PANEL (SINGLE & DOUBLE)2.4
SCALE: NTS

FENCE CORNER2.3
SCALE: NTS

4-WIRE FENCE2.1
SCALE: NTS 4 WIRE 16' GATE2.2

SCALE: NTS
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